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Oil & Gas Hose ProductsOil & Gas Hose Products

• • Working PressureWorking Pressure - Rated for working pressures over 15,000 psi - Rated for working pressures over 15,000 psi

• • High TemperatureHigh Temperature - Temperature rating up to 300 ° F. - Temperature rating up to 300 ° F.

• • Chemical ResistantChemical Resistant - Resistant to most chemicals - Resistant to most chemicals

• • External PressureExternal Pressure - Resistant to extreme external pressure - Resistant to extreme external pressure

• • PermeationPermeation - Low permeation of most media - Low permeation of most media

• • Volumetric ExpansionVolumetric Expansion - Very low, allowing for fast response times - Very low, allowing for fast response times

• • UmbilicalsUmbilicals - Multi-hose umbilicals up to several thousand feet - Multi-hose umbilicals up to several thousand feet
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Your Complete  Source for All
of Your High-Pressure Needs

SPIR STAR is the exclusive distributor for SAMI 
Instruments high-pressure valves in North and 
South America.  This product line consists of 
NPT, Medium Pressure and High Pressure needle 
valves, ball valves, and check valves with working 
pressures up to 60,000 psi.

High-Pressure Needle Valves
10,000 - 60,000 psi

• Designed for liquid and gas flow control
• Available in various thread forms, including 

NPT, Medium Pressure and High Pressure 
coned and threaded connections

• Non-rotating stem prevents galling and 
scoring

• Stem sleeve and packing gland materials 
selected to achieve extended thread cycles 
and reduced handle torque

High-Pressure Ball Valves
10,000 - 20,000 psi

• Designed for liquid and gas flow control
• Available in NPT and Medium Pressure 

thread forms
• Blow-out proof stem and ball assure 

maximum safety
• Pressure loaded seats assure positive sealing

High-Pressure Check Valves
10,000 - 60,000 psi

• Constructed to ensure positive sealing
• Available in various thread forms, including 

NPT, Medium Pressure and High Pressure 
coned and threaded connections

• Available in both ball and soft seat styles

SPIR STAR®
10002 Sam Houston Center Drive
Houston, TX  77064
www.spirstarvalves.com
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Hose Specifications

Type ID OD Working Pressure Burst Pressure Bend Radius Weight Nipple ID
(mm) (in) (mm) (in) (bar) (psi) (bar) (psi) (mm) (in) (kg/m) (lbs/ft) (mm) (in)

6/2WM 6.0 0.24 12.2 0.48 1,100 15,950 2,760 40,020 95 3.74 0.240 0.161 4.0 0.16
6/4M 6.0 0.24 13.0 0.51 1,035 15,000 4,140 60,030 180 7.09 0.338 0.227 3.0 0.12
8/2WM 8.0 0.31 14.3 0.56 1,040 15,080 2,600 37,700 110 4.33 0.314 0.211 5.5 0.22
10/2WM 10.0 0.39 17.2 0.68 1,100 15,950 2,760 40,020 125 4.92 0.466 0.313 5.0 0.20
13/2WM 12.7 0.50 20.8 0.82 1,040 15,080 2,600 37,700 150 5.91 0.630 0.423 8.5 0.33
25/2KM 23.6 0.93 32.6 1.28 500 7,250 1,250 18,120 280 11.02 1.200 0.806 16.5 0.65

Type ID OD Working Pressure Burst Pressure Bend Radius Weight Nipple ID
(mm) (in) (mm) (in) (bar) (psi) (bar) (psi) (mm) (in) (kg/m) (lbs/ft) (mm) (in)

5/4PPA 5.0 0.20 11.2 0.44 1,285 18,630 4,500 65,250 250 9.84 0.256 0.172 2.5 0.10
6/2WPPA 6.3 0.25 12.2 0.48 1,035 15,000 3,200 46,400 150 5.91 0.266 0.179 3.5 0.14
6/4PPA 6.3 0.25 12.6 0.50 1,180 17,110 4,140 60,030 280 11.02 0.305 0.205 3.5 0.14
8/2PPA 8.1 0.32 13.3 0.52 570 8,260 2,000 29,000 300 11.81 0.230 0.155 5.5 0.22
8/2WPPA 8.0 0.31 14.5 0.57 790 11,450 2,760 40,000 250 9.84 0.360 0.242 5.5 0.22
8/4PPA 8.0 0.31 14.7 0.58 1,085 15,730 3,800 55,100 300 11.81 0.420 0.282 4.5 0.18
10/4PPA 10.0 0.39 18.4 0.72 1,180 17,110 4,140 60,030 300 11.81 0.680 0.457 5.5 0.22
13/2WPPA 12.8 0.50 20.8 0.82 790 11,450 2,760 40,020 300 11.81 0.670 0.450 8.5 0.33
13/4HPPA 12.8 0.50 22.0 0.87 1,040 15,080 3,620 52,490 300 11.81 1.000 0.672 7.5 0.30
16/4PPA 16.0 0.63 25.5 1.00 790 11,450 2,760 40,020 400 15.75 1.082 0.726 10.5 0.41
20/4PPA 18.8 0.74 28.8 1.13 775 11,230 2,760 40,020 500 19.69 1.350 0.907 13.0 0.51
20/6PPA 18.8 0.74 32.8 1.29 1,040 15,080 3,620 52,490 600 23.62 2.170 1.458 13.0 0.51
25/4PPA 24.8 0.98 36.3 1.43 690 10,000 2,250 32,620 500 19.69 1.820 1.223 19.0 0.75

Type ID OD Working Pressure Burst Pressure Bend Radius Weight Nipple ID
(mm) (in) (mm) (in) (bar) (psi) (bar) (psi) (mm) (in) (kg/m) (lbs/ft) (mm) (in)

5/4HT 5.0 0.20 11.2 0.44 1,285 18,630 4,500 65,250 250 9.84 0.280 0.188 2.5 0.10
6/2WHT 6.3 0.25 12.2 0.48 915 13,260 3,200 46,400 150 5.91 0.266 0.179 3.5 0.16
6/4HT 6.3 0.25 12.6 0.50 1,085 15,730 3,800 55,100 280 11.02 0.320 0.215 3.5 0.14
8/2WHT 8.0 0.31 14.5 0.57 745 10,800 2,600 37,700 250 9.84 0.400 0.269 4.0 0.16
8/4HT 8.0 0.31 14.6 0.57 1,085 15,730 3,800 55,100 300 11.81 0.413 0.278 4.5 0.18
10/4HT 9.9 0.39 18.4 0.72 1,085 15,730 3,800 55,100 300 11.81 0.695 0.467 5.0 0.20
13/4HHT 12.8 0.50 22.0 0.87 1,040 15,080 3,620 52,490 300 11.81 1.000 0.672 7.5 0.30

HT Series

PPA Series

M Series Methanol washed inner core

PVDF inner core and polyamide outer cover

For High Temperatures up to 300° F/150° C

High Pressure Performance

         10002 Sam Houston Center Drive | Houston, TX  77064  
 Phone:  281-664-7800 | Fax:  281-664-7850 | Toll Free:  800-890-7827

                  Sales@spirstar.com   |  www.spirstar.com


